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DUOMAX Installation Manual Supplement 

COMPATIBLE DUOMAX CLAMPS 

 

The table below denotes third party clamps have been approved and deemed compatible for use with Trina Solar 

DUOMAX modules. These complement the recommended portfolio of Trina Clamps.  

Notwithstanding the approval of compatibility, Trina Solar assumes no liability for damages to or deterioration of the 

modules or any damages to objects or persons caused by clamps or due to failure or malfunction of clamps which 

are not covered by the applicable Trina Solar Limited Warranty. 

Loading PAs indicated in the list are for reference only and when in doubt, please contact to Trina representative.  

 

PDG5/PDG5.07/PEG40.07/PEG5/PEG5.07 (60cell) 

Clamp Manufacturer 
length 

(mm) 
Loading Part Number Contact/ URL Region 

 

K2 System GmbH 100 +2400/-2400Pa 

  

Europe 

 

Sunl ink 90 +2400/-2400Pa 

  

USA 

 

Solar Flex Racks  150 +2400/-2400Pa 

  

USA 

 

NISSEI METAL 120 +2400/-2400Pa 

  

Japan 

 

Schletter GmbH 80 +2400/-2400Pa 

132202-308  

(Mid clamp) 

132106-308  

(End clamp) 

 

Saul Soto  

(520-289-8735) 

John Van Winkle 

(520-289-8752) 

http://www.schletter.us/ 

http://www.schletter.d e/ 
 

Europe/USA 

 

 

Xiamen Anta i  New 

Energy Tech. Co., 

Ltd 

80 +2400/-2400Pa 
AT-FLC33-XXX 

(end clamp) 

AT-FLC35-XXX 

(mid clamp) 

+86 592 5902557 

www.antaisolar.com 

jin@antaisolar.com 

Worldwide 120 +3600/-2400Pa 

200 +5400/-2400Pa 

http://www.schletter.us/
http://www.schletter.de/
http://www.antaisolar.com/
mailto:jin@antaisolar.com
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Clenergy 

80 +2400/-2400Pa 
ER-IC-FL/5/80 

ER-EC-FL/5/80 

+61 3 9239 8088 

sa les@clenergy.com 

www.clenergy.com 

 

Worldwide 

120 +3600/-2400Pa 
ER-IC-FL/5/120 

ER-EC-FL/5/120 

150 +5400/-2400Pa 
ER-IC-FL/5/150 

ER-EC-FL/5/150 

 

PEG14/PEG14(II) (72cell) 

Clamp Manufacturer 
length 

(mm) 
Loading Part# Contact Region 

 

Xiamen Anta i  New 

Energy Tech. Co., 

Ltd 

150 

+2400Pa/-2400PA 

(2 ra i l )  

+5400pa/-2400PA 

(3 ra i l ) 

AT-FLC33/150 

AT-FLC35/150 

+86 592 5902557 

www.antaisolar.com 

jin@antaisolar.com 

Worldwide 

 

Clenergy 150 

+2400Pa/-2400PA 

(2 ra i l )  

+5400pa/-2400PA 

(3 ra i l ) 

ER-IC-FL/5/150 

ER-EC-FL/5/150 

+61 3 9239 8088 

sa les@clenergy.com 

www.clenergy.com 

 

Worldwide 

 

Schletter GmbH 200 

+2400Pa/-2400PA 

(2 ra i l )  

+5400pa/-2400PA 

(3 ra i l ) 

132003-002  

(Mid clamp) 

132004-003  

(End clamp) 

* safety hooks may be 

required 

 EU 

 

Solar Flex Racks  150 

+2400Pa/-2400PA 

(2 ra i l )  

+5400pa/-2400PA 

(3 ra i l ) 

  USA 

 

K2 System GmbH 200 
+2400Pa/-2400PA 

(2 ra i l )  
  EU 

 

mailto:sales@clenergy.com
http://www.clenergy.com/
http://www.antaisolar.com/
mailto:jin@antaisolar.com
mailto:sales@clenergy.com
http://www.clenergy.com/

